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T-811 BLADING (10/07) 

 

 

811.01  Description  

 

This work consists of surface blading the traveled way to a condition that facilitates traffic and 

provides proper drainage.  Blading includes shaping the crown or slope of travel way, berms,  

and drainage dips in accordance with this specification.   Compaction is required when shown 

on the ROAD LISTING. 

 

811.02  Maintenance Requirements 

 

  A.  Timing - Perform surface blading during the contract period as often as needed to  

        provide conditions stated for the maintenance level of the road. 

 

  B.  General   

 

1.  Blade and shape the existing traveled way and shoulders, including turnouts , to 

produce a surface which is uniform, consistent to grade, and crowned or cross-sloped 

as indicated by the character of the existing surface, unless otherwise shown in the 

ROAD LISTING, to at least ½ inch per 1 foot of width, but not more than ¾ inch per 1 

foot of width.  Thoroughly loosen surfacing material to no less than 2 inches depth or 

the depth of potholes or corrugations.  Scarification to facilitate cutting to the full 

depth of potholes or corrugations may be elected, but will be considered incidental to 

blading.  Do not scarify to a depth that will cause contamination of the surfacing. 

 

2.  Apply water during blading when sufficient moisture is not present to prevent 

segregation.  Supply, haul, and apply water in accordance with Section T-891. 

 

3.  Shape existing native rock or aggregate surfaced drainage dips to divert surface 

runoff to existing outlet devices, ditches, or discharge locations. 

 

4.  Establish a blading pattern which provides a uniform driving surface, retains the 

surfacing on the roadbed, and provides a thorough mixing of the materials within the 

completed surface width.  Upon final blading, no disturbed rock shall protrude more 

than 2 inches above the adjacent surface unless otherwise provided in the contract.  

Remove and place outside the roadbed, material not meeting this dimension so as not 

to obstruct drainage ways or structures.  This material may be scattered off the roadbed 

if there is free drainage.  
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T-812 - DUST ABATEMENT (05/07) 

 

 

812.01  Description 

 

This work consists of applying dust palliatives on roads shown in the Road Listing. 

 

812.02  Materials 

 

The dust palliative materials are shown in the Road Listing, unless shown as Optional for 

Purchaser's election.  If Optional is shown then the Purchaser may use any of the products listed 

below.  Dust palliative materials shall meet the following requirements: 

 

A.  Water (H2O) will be obtained from sources SHOWN ON THE DRAWINGS or listed 

in the SUPPLEMENTAL SPECIFICATIONS to Section T-891 Water Supply, unless 

otherwise approved by the Contracting Officer. 

 

B.  Lignin Sulfonate (LIG S) Provide certification that the material meets the 

requirements of Subsection 725.20 of the "Standard Specifications for Construction of 

Roads and Bridges on Federal Highway Projects (FP-03)" and the Forest Service 

Supplemental Specification 725.20. 

 

C.  Magnesium Chloride (MG CL2) Provide certification that that the material meets the 

requirements of Subsection 725.02 of the "Standard Specifications for Construction of 

Roads and Bridges on Federal Highway Projects (FP03) " and the Forest Service 

Supplemental Specification 725.02. 

 

      D.  Calcium Chloride Brine (CA CL2B).  Provide certification that the material  

                     meets the requirements of Subsection 725.02 of the " Standard Specifications for 

Construction of Roads and Bridges on Federal Highway Projects (FP03) " and the Forest 

Service Supplemental Specification 725.02.. 

 

      E. Calcium Chloride Flake (CA CL2F).  Provide certification that that the 

                     material meets the requirements of Subsection 725.02 of the "Standard Specifications for 

Construction of Roads and Bridges on Federal Highway Projects (FP03) " and the Forest 

Service Supplemental Specification 725.02.. 

 

F.  Bituminous dust palliatives.  Manufacture materials specifically for dust abatement 

purposes which conform to the requirements of Section T-892 for each listed road in the 

Road Listing. 

 

812.03  Methods 

 

   As shown in the SUPPLEMENTAL SPECIFICATIONS, Purchaser may utilize a variety of 

methods to decrease or eliminate the need for dust abatement. 
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T-831  DITCH MAINTENANCE (10/07) 
 
 

831.01  Description 
 

This Section provides for routine maintenance of various types of ditches to provide a 
waterway which is unobstructed, as shown on the ROAD LISTING or DESIGNATED ON 
THE GROUND.  
 

831.02  Maintenance Requirements 
 

A.  Maintain ditches by removing rock, soil, wood, and other materials.  Maintained 
ditches shall function to meet the intent of the original design. 
 
B.  Undercutting backslopes during removal operations is not permitted. 
 
C.  Suitable material up to 4 inches in greatest dimension removed from the ditches may 
be blended into existing native road surface and shoulder or placed in designated berm. 
 
D.  Do not blend material from ditch cleaning operations into aggregate surfaced roads.  
Do not blade material across aggregate or bituminous surfaced roads, unless approved 
in writing by the Contracting Officer. 

  
E.  Haul material in excess of 831.02 D or subject to 831.02 E to a designated waste area 
under Section T-832.  Remove excess materials temporarily stored on the ditch slope or 
edge of the shoulder daily. 
 
F.  Remove limbs and wood chunks in excess of 12 inches in length or 3 inches in 
diameter from ditches and place outside the roadway. 
 
G.  Clean paved surfaces of all materials resulting from ditch maintenance work. 
 
H. Shape lead-off ditches to drain away from the traveled way. 

 
I. Where DESIGNATED ON THE GROUND, included in the ROAD LISTING, SHOWN 

ON THE DRAWINGS or as ordered by the Contracting Officer invasive species of 
concern prevention practices shall be followed as listed below. 

 
 

Invasive Species of Concern Prevention Practices 

 
N/A 
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T-832  REMOVE AND END HAUL MATERIALS (05/07) 

 
 

832.01  Description 
 

Work consists of loading, hauling, and placing of slide, slough, or excess materials 
such as rock, soil, vegetation, and other materials to designated disposal sites. 
 

832.02  Maintenance Requirements 
 

A.  Remove, end haul, and dispose of excess materials generated by work under other 
Sections of this contract. 
 
B.  Remove the slide and slough materials in the area extending approximately 6 feet 
vertically above the road surface and not more than 3 feet down slope from the 
roadbed.  Dispose of material at designated sites as SHOWN ON THE DRAWINGS, 
identified in SUPPLEMENTAL SPECIFICATIONS, or as ordered by the Contracting 
Officer. 
 
Reshape the slope which generated the slide material as nearly as practical to its 
original condition by equipment operating from road surface. Reshaping of roadside 
ditches in slide area shall be in accordance with Section T-831. 
 
C.  When approved by the Contracting Officer, fill slumps by compacting selected 
materials into roadway depressions.  Compaction is by Method 2. 
 
D.  Place all materials in disposal sites as specified in the SUPPLEMENTAL 
SPECIFICATIONS, as SHOWN ON THE DRAWINGS, or as ordered by the 
Contracting Officer. 
  

1.  Method 1 - Side Casting and End Dumping.  Material may be placed by 
side casting and end dumping.  Where materials include large rocks, provide a 
solid fill by working smaller pieces and fines into voids.  Shape the finished 
surfaces to drain. 
 
2.  Method 2 Layer Placement - Step or roughen surfaces on which materials 
are to be placed prior to placing any material.  Place materials in 
approximately horizontal layers no more than 12 inches thick.  Compact each 
layer by operating hauling and spreading equipment over the full width of each 
layer. 
 

E.  Repair any damage to existing aggregate or pavement surfaces. 
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T-834  DRAINAGE STRUCTURE MAINTENANCE (10/07) 

 
 

834.01  Description 
 

This work consists of cleaning and reconditioning culverts and other drainage 
structures. 
 

834.02  Maintenance Requirements 
 

A.  Clean drainage structures, inlet structures, culverts, catch basins, and outlet 
channels specified in the SUPPLEMENTAL SPECIFICATIONS.  Clean catch basins 
by removing the material within the area SHOWN ON THE DRAWINGS. 

   
B.  Clean the transition from the ditch line to the catch basin a distance of 10 feet from 
the catch basin.  Clean outlet channels and lead-off ditches a distance of 6 feet.  
Remove and place debris and vegetation so as to not enter the channel or ditch, or 
obstruct traffic.  Haul debris and vegetation to a designated disposal area in 
accordance with Section  T-832. 
 
C.  Hydraulic flushing of drainage structures is not allowed unless provided for in the 
SUPPLEMENTAL SPECIFICATIONS. 
 
D. Cleaning and reconditioning are limited to the first 3 feet of inlet and outlet, 
determined along the top of the structure.  Recondition culvert inlet and outlet by field 
methods such as jacking out or cutting away damaged metal which obstructs flow.  
Treat cut edges with a zinc rich coating, in accordance with AASHTO M 36M and 
ASTM A 849. 
 
E.  Where DESIGNATED ON THE GROUND, included in the ROAD LISTING, 
SHOWN ON THE DRAWINGS or as ordered by the Contracting Officer invasive 
species of concern prevention practices shall be followed as listed below. 
 

Invasive Species of Concern Prevention Practices 

 
N/A 
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3.  Reposition slough or slide materials, which are not capable of supporting a vehicle, on 
the roadbed to provide the 12 feet width.  When directed by the Contracting 
Officer, slough or slide material will be removed under Section T-832. 

 
       C.   Slumps and Washouts 
 
           1.  Drain the roadbed immediately upgrade of slumps and longitudinal cracks 

to prevent water from entering slump area. 
 
        2.  Slumps and longitudinal cracks at the edge of the roadbed shall not be 

considered a part of the usable width.  Usable width may be reduced to 10 
feet in the area of the slump. 

 
   3.  Unless the Contracting Officer approves material being placed on slumps, 

ramp the slumps on both ends into undisturbed roadbed to provide at least 10 feet 
usable width.  Use removed materials to guide vehicles to the ramp location or to 
aid in draining the area. 

 
   4. Washouts may be filled with suitable material. 
 
 D. Post haul 
 
  At the end of hauling or prior to entering into seasonal shutdowns or a period of 

extended inactivity: 
 
  1. Shape the traveled way and disturbed roadbed to provide functional 

drainage. 
 
  2. Reinstall removed cross ditches and water bars and provide any additional 

drainage structures necessary to offset changes caused through use and 
maintenance. 

 
  3. Leave roads useable for high clearance vehicles.  Remove or reshape 

purchaser modifications at road junctions to leave the entrance as it was before 
use, or as agreed at the time of improvement. 
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T-835  ROADWAY DRAINAGE MAINTENANCE (05/07) 

 
 

835.01  Description 
 

This work consists of providing post haul drainage on roads. 
 

835.02  Maintenance Requirements 
 

A.  Drainage 
 

1.  Upon completion of work, shape the roadway to provide for the removal of 
surface water.  The roadway need not be passable to vehicles. Repair and 
reinstall water bars, barriers or berms existing prior to the Purchaser's 
operation.  Areas where water is ponded by existing centerline profile sags in 
through cuts may be left untreated. 
 
2.  Continuous blade shaping of the roadbed is not required under this 
specification. 
 
3.  Work to be done at staked locations shall be as indicated on the stake 
and/or stated in SUPPLEMENTAL SPECIFICATIONS: 
 
4.  Any of the following methods are acceptable for use at eroded or rutted 
locations: 
 

Method A:  Outsloping the roadbed at not less than ½ inch per yard of 
width. 
 
Method B:  Insloping the roadbed at not less than ½ inch per yard of 
width. 
 
Method C:  Water bar roadbed at locations staked on the ground and 
construct as SHOWN ON THE DRAWINGS or as included in 
SUPPLEMENTAL SPECIFICATIONS.  
 

5.  Drainage structures located in through fills and natural watercourses shall 
be fully functional without obstructions, including inlet and outlet channel within 
20 feet of the structure. 
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6.  Either clean culverts and other fabricated structures to provide drainage 
from road ditches and make the ditch functional or provide water bar(s) across 
the roadbed.  Removed structures shall become Purchaser's property to be 
removed from National Forest System land.  Remove and replace any 
purchaser-installed temporary drainage structures with a water bar. 
 

B.  Slides, Slumps and Slough 
 

1.  Slides and slough may be left in place, provided they do not potentially 
impound water or divert water from watercourses.  As necessary, reshape the 
various surfaces to provide drainage. 
 
2.  Provide drainage to effectively decrease or eliminate the entry of surface 
water into slides, slumps, and roadbed surface cracks.  Place berms, 
waterbars or ditches as needed to intercept and remove runoff water from the 
roadbed.  Surface seal cracks by covering over with native soil materials to 
prevent additional water entry and compact with equipment tires. 
 

C.  Entrance Devices 
 
Upon completion of work, replace entrance devices to effectively eliminate access by 
motorized vehicles having four (4) wheels and a width in excess of 50 inches. 
 
D.  Seeding 
 
Seed and fertilize all disturbed areas in accordance with requirements set forth in 
Section T-841. 
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T-838 MAINTENANCE FOR HIGH CLEARANCE VEHICLE USE (05/07) 
 
 

838.01  Description 
 

This work consists of making limited use roads passable for project use by Purchaser 
and providing drainage from the traveled way and roadbed. 
 

838.02  Maintenance Requirements 
 
         A.   Traveled Way 

 
Purchaser may smooth or fill existing cross ditches and water bars and as approved 
by the Contracting Officer modify existing road junctions to enable vehicle access. 
The Purchaser may perform the following work prior to beginning haul and 
resumption of haul after an extended stoppage: 
 

  1.  Remove brush, fallen trees, rocks, and other debris from traveled way, 
including turnouts, turnarounds, and other locations that interfere with needed 
maintenance as follows: 

 
    a.  No object extending over 4 inches above the road surface shall remain 

within the 12 feet usable traveled way.  Center the usable width on the roadbed or 
position away from the fill slope. 

 
    b.  Cut and remove standing or down trees, logs, brush, and limbs from within 

the area described in 1(a).  Remove encroaching limbs to a height of 14 feet 
above the traveled way surface.  Scatter material not meeting utilization standards 
outside and below the roadbed on the fill side.  Limb and remove timber that 
meets utilization standards or deck at locations approved by the Contracting 
Officer. 

 
    c. Place all removed materials away from drainages. 
 
  d. During use, maintain drainage structures including dips, ditches and 

culverts in a usable condition. 
 
  2. Clean and recondition drainage facilities in accordance with Section T-831 

and T-834. 
 
 B.   Slough and Slides 
 
       1.  Slough and slides may be left in place, provided surface drainage is 

provided and at least 12 feet of width is available for vehicle passage. 
 
       2.  Purchaser may reposition or ramp over slides and slough when the traveled 

way width is less than 12 feet providing the material is capable of 
supporting vehicles.  Limit out slope to no more than six percent. 
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       3.  Reposition slough or slide materials, which are not capable of supporting a 

vehicle, on the roadbed to provide the 12 feet width.  When directed by the 
Contracting Officer, slough or slide material will be removed under Section 
T-832. 

 
       C.   Slumps and Washouts 
 
           1.  Drain the roadbed immediately upgrade of slumps and longitudinal cracks 

to prevent water from entering slump area. 
 
        2.  Slumps and longitudinal cracks at the edge of the roadbed shall not be 

considered a part of the usable width.  Usable width may be reduced to 10 
feet in the area of the slump. 

 
   3.  Unless the Contracting Officer approves material being placed on slumps, 

ramp the slumps on both ends into undisturbed roadbed to provide at least 10 feet 
usable width.  Use removed materials to guide vehicles to the ramp location or to 
aid in draining the area. 

 
   4. Washouts may be filled with suitable material. 
 
 D. Post haul 
 
  At the end of hauling or prior to entering into seasonal shutdowns or a period of 

extended inactivity: 
 
  1. Shape the traveled way and disturbed roadbed to provide functional 

drainage. 
 
  2. Reinstall removed cross ditches and water bars and provide any additional 

drainage structures necessary to offset changes caused through use and 
maintenance. 

 
  3. Leave roads useable for high clearance vehicles.  Remove or reshape 

purchaser modifications at road junctions to leave the entrance as it was before 
use, or as agreed at the time of improvement. 
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T-841  VEGETATION ESTABLISHMENT  (5/07) 
 
 
 

841.01  Description 
 

This work consists of applying seed, fertilizer, mulch, and planting containerized or 
bare root plant stock singularly or in specified combinations to roadways and disposal 
areas.  Work area may be limited to designated portions of the roadway and roadside 
or include treatment of the entire area bounded by the outer limits of the roadsides.   
 

841.02  Materials and Application Rates 
 
Provide the following listed materials: 
 
A.  Fertilizer:  Fertilizer shall be a standard commercial grade and provide the 
minimum percentage of available nutrients designated. 
 

% Nitrogen % Phosphorus     % Potassium   % Sulfur 
N/A  N/A     N/A     N/A  
 
 
 

Furnish fertilizer in sealed containers with the composition, weight, and guaranteed 
analysis of contents clearly marked.  Apply at the rate of    pounds per acre. 
 

  
B.  Seed: 
 

1.  This work consists of furnishing and placing required seed mix on all areas 
disturbed under this contract and on any other areas specified.    
 
2.  Apply the seed in the following amounts and mixtures: 
 

Species      Application  Rate  
                                                               18 (Pounds/Acre) 
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3.  Use hand-operated seeding devices, or other devices approved by the 
Contracting Officer, to apply seed.  
 
4.  Furnish weed-free seed, with additional requirement that no seed 
containing any prohibited noxious weed seed, or any restricted noxious weed 
seed in excess of current state standards, for those weeds as defined in the 
current publication commonly referred to as the "All States Noxious Weed List" 
while the standards for prohibited and restricted noxious weeds are to be 
found in the appropriate state law or regulations. 
 
Furnish seed separately or in mixture in standard containers with (1) seed 
name; (2) lot number; (3) net weight; (4) percentages of purity and of 
germination (in case of legumes, percentage of germination to include hard 
seed), and (5) percentage of maximum weed seed content clearly marked for 
each kind of seed; (6) certification that the seed lot meets applicable State and 
Federal laws with regard to prohibited and restricted noxious weeds clearly 
marked for each kind of seed.  Furnish the Contracting Officer duplicate 
signed copies of a certificate signed by a Registered Seed Technologist or 
Seed Analyst (certified through either the Association of Official Seed Analysts 
or the Society of Commercial Seed Technologists) certifying that each lot of 
seed has been tested in accordance with the Association of Official Seed 
Analysts standards within 12 months prior to the date of application.  This 
certification shall include  (1) name and address of laboratory, (2) date of test, 
(3) lot number for each kind of seed, (4) name of seed, (5) percentage of 
germination, (6) percentage of purity, (7) percentage of weed content, (8) 
certification that the seed lot meets applicable State and Federal laws with 
regard to prohibited and restricted noxious weeds, and (9) in the case of a 
mixture, the proportions of each kind of seed.  Legume seed shall be 
inoculated with approved cultures in accordance with the instructions of the 
manufacturer.  No seed may be applied without prior written approval from the 
Contracting Officer. 
 
 

C.  Mulch:  Apply mulch materials as follows: 
 

Mulch Type      Application Rate 
 

D.  Plant Stock:  Furnish the following listed plant materials: 
 

Stock Size     Bare Root    Containerized 
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841.03  Schedules and Applications 
 

A.  Schedule 
 

1.  Seeding may not be done until all other ground-disturbing work on the road 
has been completed and accepted.  Complete seeding as soon as other 
ground-disturbing work is accepted, unless a specific seeding season is listed 
below.  

Seeding season:    June          to  November       . 
 

2.  Do not apply the treatment when the ground is frozen or excessively wet.  
Terminate application during periods when there is too much wind to allow 
consistent treatment rates and control of the treatment area to the designated 
limits. 
 

B.  Roadside and Slope Treatment 
 

1.  Roadsides will not require advance preparation unless required in the 
SUPPLEMENTAL SPECIFICATIONS or as SHOWN ON THE DRAWINGS. 
 
2.  Apply the designated treatment by hand operated machine.   When both 
roadbed (under 841.03C) and slopes are shown in the SUPPLEMENTAL 
SPECIFICATIONS for treatment, application may be done at the same time. 
 
3.  The Contractor will not be required to operate self-propelled equipment 
beyond the defined roadbed.  Do not apply treatment materials to the fore-
slope of ditches unless roadbed treatment (841.03C) is also required. 
 

C.  Roadbed Treatment 
 

1.  Scarify portions of the roadbed not previously disturbed and left loose 
under Section T-835 to a minimum depth of 4 inches unless bedrock is 
encountered at a lesser depth.  The maximum distance between furrows 
formed by scarification is 12 inches. 
 
2.  Treat barrier mounds placed under Section T-835 while in a roughened 
condition. 
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D.  Planting  
 

1.  Plant designated woody plant materials at the staked locations or 
designated spacings. 
 
2.  Place containerized plant stock in an appropriately sized hole formed by a 
dibble or other device to place the roots at the proper depth. 
 
3.  Place bare root plant stock in a slotted cut formed by a mattocks, pulaski, 
or other edged tool.  Place the crown at ground level.  Do not bend or break 
the roots. 
 
4.  Compress the area adjacent to the hole by foot or special tool to form a 
depression up and down slope from the stem and force the soil against the 
container or roots with no air voids. 
 
5.  Hold the plantings firmly in place by the soil.  When checked by pulling 
upward on the top ½ inch of the plant stem, the planting shall either break at 
the hold point or the area compressed against the roots show evidence of 
movement.  Remove and replace with fresh stock plantings that are not held 
firmly by the soil. 

 
841.04  Government Provided Materials 
 

The Government will provide the following listed materials. At least ten (10) 
calendar days notice must be given to the Contracting Officer prior to actual 
date material will be picked up. 
 
Materials will be provided at: 
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T-842  CUTTING ROADWAY VEGETATION (10/07) 

 

 

842.01  Description 

 

This work consists of cutting all vegetative growth, including trees and other vegetation less 

than 4 inches in diameter measured 6 inches above the ground, on roadway surfaces and 

roadsides. 

 

842.02  Maintenance  Requirements 

 

A. General 

 

1.  Cut brush, trees, and other vegetation within each area treated to a maximum height 

of 6 inches above the ground surface or obstruction such as rocks or existing stumps.  

When work is performed under this Section, remove all limbs which extend into the 

treated area, or over the roadbed, to a height of 14 feet above the traveled way surface 

elevation. 

 

2.  Items to remain will be DESIGNATED ON THE GROUND. 

 

3.  Work may be performed either by hand or mechanically unless specifically shown 

in the Road Listing.  Self-propelled equipment is not allowed on cut and fill slopes or 

in ditches. 

 

4.  Correct damage to trunks of standing trees caused by Purchaser's operation either 

by treatment with a commercial nursery sealer or by removing the tree as directed by 

the Contracting Officer. 

 

5.  Limb trees within the cutting limits which are over 4 inches -measured at 6 inches 

above the ground in lieu of cutting.   

 

6.  When trees are limbed, cut limbs within 4 inches of the trunk. 

 

B.  Cutting Side Vegetation 

 

1.  Show the width of vegetation to be removed in the Road Listing. 

 

2.  Unless otherwise included in the SUPPLEMENTAL  SPECIFICATIONS or 

DESIGNATED ON THE GROUND: 

 

a.  Commence work at the edge of the traveled way and proceed away from the 

road centerline. 

 

b.  Roads without a defined traveled way:  The starting point for cutting will be 

marked on the ground or defined in the SUPPLEMENTAL 

SPECIFICATIONS.  
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T-851  LOGGING OUT (5/07) 
 
 

851.01  Description 
 
This work consists of removal of fallen trees and snags which encroach into the 
roadway or the 3 feet of roadside abutting the roadway on the cut side. 
 

851.02  Maintenance Requirements 
 

A.  Limb and remove timber which meets Utilization Standards, or deck at locations 
designated by the Contracting Officer. 
 
B.  Limb other material cut into lengths for handling.  Deck outside ditches and 
drainages, off the traveled way and turnouts or at staked locations.  The clearing width 
is to the edge of the roadway for public use roads, except limited use roads.  The 
clearing width for limited use roads is shown in the specifications. 
 
C.  Notwithstanding B(T)2.3, blowdown timber outside Sale Area required to be 
removed, which meets Utilization Standards in A(T)2, when designated by the 
Contracting Officer is Included Timber subject to requirements of B(T)2.2. 
 
D.  Do not leave woody debris and slash in excess of 12 inches in length or 3 inches in 
diameter, or concentrations which may plug ditches or culverts, in ditches, drainage 
channels, or on backslopes, traveled way, shoulders, or turnouts.   
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T-854 – TREATMENT AND DISPOSAL OF DANGER TREES (04/10) 

  
 
 
854.01 Description 
 

This work consists of felling and disposal of designated live or dead danger trees 
sufficiently tall to reach roads used by the Purchaser.  Any removal of logs is subject to 
prior agreement between the Contractor Officer and the Purchaser. 

 
854.02 Requirements 
 
 A.  Designation of danger trees.   

 
Danger trees to be felled will be designated in advance by the Contracting Officer.  
Trees to be removed will be Marked.         
       
B. Falling, bucking and treatment for disposal.  
 
Use controlled felling to ensure the direction of fall and prevent damage to property, 
structures, roadway, residual trees, and traffic.  Stump heights, measured on the side 
adjacent to the highest ground, must not exceed 12 inches or 1/3 of the stump diameter, 
whichever is greater.  Higher stump heights are permitted when necessary for safety.   
 
Felled snags and trees, which are not Marked for removal, will be left in a stable 
condition such that they will not roll or slide.   Position logs away from standing trees so 
they will not roll, are not on top of one another, and are located out of roadway and 
drainage structures. 
   
Fell, limb and, remove trees, which are Marked for removal, that equal or exceed the 
utilization standards as listed in the Timber Sale contract or SUPPLEMENTATAL 
SPECIFICATIONS.  Dispose of merchantable timber designated for removal in 
accordance with B/BT2.32 Construction Clearing, of the Timber Sale Contract, or as 
described in SUPPLEMENTAL SPECIFICATIONS.  
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T-891  WATER SUPPLY AND WATERING (5/07) 

 

 

891.01  Description 

 

This work consists of providing facilities to furnish an adequate water supply, hauling and 

applying water. 

 

891.02  Materials 

 

If the Purchaser elects to provide water from other than designated sources, the Purchaser is 

responsible to obtain the right to use the water, including any cost for royalties involved.  

Suitable and adequate water sources available for Purchaser's use under this contract are 

designated as follows: 

 

   Map           Location              Location           Use 

      Key No.          Road                Milepost           Restrictions  

 

 N/A  N/A   N/A  N/A 

 

 

 

 

 

 

891.03  Equipment 

 

A.  Positive control of water application is required.  Equipment shall provide uniform 

application of water without ponding or washing. 

 

B.  An air gap or positive anti-siphon device shall be provided between the water source and 

the vehicle being loaded if the vehicle has been used for other than water haul, if the source 

is a domestic potable water supply, or the water is used for tank mixing with any other 

materials. 

 

C.  The designated water sources may require some work prior to their use.  Such work may 

include cleaning ponded areas, installing temporary weirs or sandbags, pipe repair, pump 

installation, or other items appropriate to the Purchaser's operations.  Flowing streams may 

be temporarily sandbagged or a weir placed to pond water, provided a minimum flow of N/A 

cu. ft/sec is maintained.  Obtain approval from the Contracting Officer on improvements for 

sandbags or weirs prior to placement. 
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T-892 BITUMINOUS PRODUCTS (5/07) 

 

 

892.01  Cutback Asphalt’s and Emulsified Asphalt’s 

 

Meet the requirements and application temperatures of Section 702 of the "Standard 

Specifications for Construction of Roads and Bridges on Federal Highway Projects (FP-03)". 

 

892.02  Bituminous Dust Palliatives 

 

Meet the bituminous dust palliatives requirements listed in Table T-892-1 or listed in the 

SUPPLEMENTAL SPECIFICATIONS. 

 

892.03  Certificate of Compliance 

 

  Provide a Certificate of Compliance in the following format; 

 

Consignee     Designation          

Contract Number    Date          

Identification (Truck No. Car No., Etc.)          

Type and Grade    With Additive (%, Brand)        

Loading Temperature    Net Weight         

Net Liters      

 

The shipment of bituminous material identified above and covered by the bill of lading 

complies with Government Standard Specification as modified by SUPPLEMENTAL 

SPECIFICATIONS applicable to this project. 

 

Producer         

     Signed              

(Producer's 

Representative) 

 
 


